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LAMP PHOTOMETRIC REPORT

MODEL: 93DFLD6030/BL

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 5746.9 1m -/+180
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AVERAGE BEAM ANGLE (50%) :59.1 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 5413 6275 6691 5631 5135 5733 6723 6391 0- 10 596.9 596.9 10.4
20 3795 4998 6085 4454 3666 4530 6180 5122 10- 20 1526 2122 36.9
30 2245 3553 4011 3244 2159 3362 4127 3712 20- 30 1897 4020 69.9
40 230.7 1497 1335 1025 209.7 1066 1435 1697 30— 40 1275 5294 92.1
50 56.16 162.0 253.6 100.4 51.93 104.9 266.0 199.1 40- 50 364.2 5659 98.5
60 18.45 28.07 50.46 20.84 17.12 21.68 51.50 30.41 50- 60 70.49 5729 99.7
70 4.267 5.822 7.394 3.854 3.265 4.026 7.722 5.935 60— 70 15.97 5745 100
80 0.2561 0.3883 0.4262 0.3199 0.2909 0.3162 0.3661 0.3159 70- 80 1.583 5747 100
90 0.1939 0.2226 0.3005 0.2475 0.2936 0.3488 0.3933 0.3200 80- 90| 0.3223 5747 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:30 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93DFLD6030/BL

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490
5 6271 | 6310 | 6354 | 6422 | 6484 | 6547 | 6590 | 6612 | 6609 | 6578 | 6522 | 6439 | 6342 | 6242 | 6142 | 6066 | 6005 | 6002 | 6101
10 5413 | 5502 | 5645 | 5886 | 6147 | 6404 | 6592 | 6707 | 6735 | 6691 | 6552 | 6339 | 6062 | 5772 | 5491 | 5271 | 5097 | 5029 | 5135
15 4462 | 4555 | 4754 | 5087 | 5483 | 5923 | 6285 | 6534 | 6609 | 6552 | 6337 | 5997 | 5584 | 5202 | 4853 | 4566 | 4337 | 4215 | 4268
20 3795 | 3887 | 4086 | 4395 | 4770 | 5227 | 5668 | 6011 | 6132 | 6085 | 5820 | 5441 | 5000 | 4612 | 4296 | 4030 | 3810 | 3668 | 3666
25 3179 | 3294 | 3536 | 3838 | 4139 | 4471 | 4793 | 5093 | 5200 | 5152 | 4887 | 4575 | 4267 | 4030 | 3822 | 3638 | 3390 | 3184 | 3202
30 2245 | 2398 | 2710 | 3159 | 3489 | 3618 | 3752 | 3969 | 4051 | 4011 | 3788 | 3557 | 3358 | 3316 | 3173 | 2780 | 2330 | 2040 | 2159
35 915 | 857 | 1259 | 2018 | 2498 | 2722 | 2744 | 2767 | 2692 | 2624 | 2497 | 2470 | 2449 | 2383 | 1943 | 1222 | 881 | 489 | 541
40 231 | 252 | 326 | 589 | 1246 | 1749 | 1699 | 1554 | 1402 | 1335 | 1292 | 1355 | 1430 | 1289 | 761 | 306 | 222 | 199 | 210
45 112 | 121 | 142 | 191 | 345 | 759 | 831 | 715 | 625 | 591 | 570 | 593 | 592 | 385 | 187 | 131 | 105 | 96.2 | 102
50 56.2 | 60.0 | 69.1 | 88.1 | 118 | 206 | 307 | 316 | 274 | 254 | 248 | 254 | 189 | 114 | 86.8 | 65.1 | 54.9 | 50.2 | 51.9
55 30.9(32.9(37.3|44.8|53.4|69.2| 106 | 134 | 120 | 110 | 108 | 103 | 67.4 | 46.1 | 38.8 | 34.7 | 30.9 | 28.6 | 28.7
60 18.4 | 19.6 | 21.4 | 23.8 | 26.4 | 29.8 | 40.5 | 56.9 | 54.9|50.5|48.9|43.5|29.0|21.8|19.9|18.8|18.0| 17.4 |17.1
65 10.7 | 11.4 | 12.0 | 12.5|13.1|13.9|17.1|23.5|24.6(22.9|22.0|18.5|12.9|10.4|9.70| 9.50| 9.66 | 9.83 | 9.81
70 4.27 | 4.85|5.27|5.46 | 5.71 | 5.93 | 6.44 | 8.00 | 8.37 | 7.39 | 6.88 | 5.67 | 4.39 | 4.04 | 3.67 | 3.38 | 3.02 | 2.55 | 3.27
75 0.38/0.38|0.47 | 0.74 | 1.42 |1.62|1.19|0.81|0.74|0.70 | 0.68 | 0.63 | 0.63 | 0.72 | 0.53|0.40 | 0.38 | 0.32 | 0.32
80 0.26 | 0.23]0.28 | 0.30|0.38|0.40 | 0.46 | 0.44 | 0.46 | 0.43 | 0.43|0.39|0.390.33|0.31|0.25|0.26|0.220.29
85 0.21(0.19|0.22|0.21|0.26 | 0.26 | 0.31|0.29|0.32|0.30|0.32|0.29|0.29|0.25|0.23|0.21|0.21|0.20]0.29
90 0.19/0.19|0.20 | 0.20| 0.22 | 0.23 | 0.27 | 0.28 | 0.30 | 0.30 | 0.30 | 0.30 | 0.28 | 0.27 | 0.22 | 0.22 | 0.20 | 0.20 | 0.29
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:30 August 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93DFLD6030/BL

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350

0 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490 | 6490
5 6087 | 6115 | 6148 | 6213 | 6288 | 6376 | 6459 | 6532 | 6588 | 6615 | 6626 | 6615 | 6588 | 6548 | 6491 | 6443 | 6380
10 5137 | 5240 | 5387 | 5610 | 5857 | 6138 | 6389 | 6597 | 6723 | 6774 | 6752 | 6664 | 6496 | 6287 | 6041 | 5828 | 5634
15 4298 | 4452 | 4674 | 4963 | 5283 | 5671 | 6057 | 6397 | 6596 | 6669 | 6599 | 6383 | 6031 | 5644 | 5243 | 4922 | 4670
20 3710 | 3873 | 4099 | 4375 | 4687 | 5098 | 5530 | 5935 | 6180 | 6255 | 6110 | 5787 | 5332 | 4912 | 4534 | 4230 | 3968
25 3268 | 3482 | 3699 | 3890 | 4102 | 4390 | 4709 | 5059 | 5277 | 5374 | 5217 | 4940 | 4603 | 4275 | 3963 | 3688 | 3403
30 2219 | 2533 | 2921 | 3311 | 3412 | 3477 | 3674 | 3945 | 4127 | 4212 | 4086 | 3913 | 3770 | 3655 | 3328 | 2921 | 2549
35 571 | 816 | 1413 | 2142 | 2499 | 2585 | 2586 | 2678 | 2760 | 2860 | 2877 | 2895 | 2866 | 2718 | 2257 | 1598 | 1038
40 212 | 246 | 343 | 730 | 1402 | 1579 | 1460 | 1436 | 1435 | 1533 | 1641 | 1850 | 1884 | 1511 | 945 | 402 | 281
45 103 | 116 | 143 | 211 | 430 | 698 | 658 | 631 | 631 | 679 | 825 | 912 | 879 | 456 | 224 | 176 | 132
50 52.7 | 58.9 | 69.5 | 86.6 | 123 | 217 | 275 | 269 | 266 | 292 | 330 | 354 | 257 | 141 | 99.2 | 77.4 | 64.1
55 29.2 | 32.3|36.6|41.6 | 48.2 | 72.4| 108 | 115 | 113 | 125 | 139 | 122 | 93.3 | 59.8 | 48.9 | 40.7 | 34.3
60 17.5|18.7 | 19.5 | 21.0 | 22.4 | 30.2 | 44.7 | 51.3 | 51.5 | 56.7 | 59.0 | 44.7 | 32.2 | 28.6 | 25.4 | 22.8 | 20.0
65 10.0 | 10.3 | 9.92 | 10.2 | 10.6 | 13.2 | 18.9 | 22.8 | 23.2 | 25.4 | 24.3 | 18.3 | 14.4 | 13.8 | 13.1 | 12.7 | 11.7
70 3.37 | 3.84|3.75|3.96|4.09|4.56|5.88|7.45|7.72 |8.95|8.27|6.75|5.94|5.92|5.80 | 5.86 | 5.39
75 0.340.31|0.35|0.47 | 0.69 | 0.47 | 0.38 | 0.35| 0.42 | 0.43 | 0.66 | 1.12 | 1.58 | 1.56 | 1.02 | 0.53 | 0.36
80 0.300.30 | 0.31|0.310.32|0.32|0.34|0.34|0.37 | 0.34|0.34|0.32(0.33|0.31|0.32|0.29|0.31
85 0.290.30|0.31|0.320.32|0.34|0.34|0.36|0.360.35|0.33|0.33(0.31|0.31|0.30|0.29]0.29
90 0.30|0.31|0.32|0.34 |0.36|0.38|0.39|0.40| 0.39|0.39|0.36|0.36(0.32|0.32|0.30|0.30|0.29
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:30 August 2022 Remarks:




