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LAMP PHOTOMETRIC REPORT

MODEL: 96GRF53/1560220

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):93.1 DEG
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TOTAL FLUX: 871.18 lm



  10   0- 10
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  30  20- 30
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  50  40- 50
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  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160
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 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

452.5 447.8 442.3 440.7 445.8 450.0 451.4 452.0 41.91 41.91 4.81

482.7 477.1 469.4 474.8 486.7 490.8 489.9 486.1 132.6 174.5 20

422.8 418.0 415.6 424.3 437.8 445.0 440.2 433.4 214.6 389.1 44.7

318.2 316.3 315.0 316.8 323.8 327.4 325.9 321.9 233.2 622.3 71.4

110.7 105.6 112.5 127.7 144.1 151.0 140.8 125.7 184.6 806.8 92.6

18.88 17.66 18.61 19.44 19.91 19.92 18.66 18.94 45.84 852.7 97.9

6.628 6.352 7.047 7.547 7.922 7.758 7.259 6.831 12.62 865.3 99.3

1.894 1.917 2.293 2.578 2.760 2.795 2.690 2.252 4.546 869.8 99.8

0.0701 0.0705 0.0709 0.0711 0.0971 0.0963 0.0654 0.0615 1.344 871.2 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:06 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF53/1560220

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 430

5 437

10 453

15 471

20 483

25 466

30 423

35 365

40 318

45 237

50 111

55 33.3

60 18.9

65 12.3

70 6.63

75 3.47

80 1.89

85 0.95

90 0.07

10

430

437

452

470

482

465

422

364

318

237

110

32.7

18.6

12.1

6.62

3.45

1.85

0.90

0.07

20

430

436

451

469

482

463

420

362

317

234

106

32.0

18.1

11.6

6.39

3.34

1.83

0.90

0.07

30

430

436

449

467

480

463

420

362

318

235

108

31.9

18.0

11.6

6.39

3.37

1.84

0.90

0.07

40

430

435

448

465

478

461

418

360

316

232

105

31.4

17.8

11.5

6.32

3.34

1.88

0.94

0.07

50

430

434

447

463

476

460

418

360

316

233

107

31.3

17.6

11.4

6.39

3.43

1.95

0.99

0.07

60

430

434

446

461

474

458

416

359

315

231

105

31.1

17.4

11.4

6.44

3.45

2.02

1.07

0.07

70

430

433

445

459

472

458

416

359

315

234

108

31.7

17.7

11.6

6.58

3.60

2.10

1.14

0.07

80

430

432

444

458

471

456

414

358

314

234

108

32.0

18.0

11.8

6.72

3.70

2.20

1.21

0.07

90

430

431

442

457

469

456

416

360

315

238

113

32.9

18.6

12.3

7.05

3.89

2.29

1.27

0.07

100

430

431

441

456

468

456

416

360

315

240

115

33.4

19.1

12.6

7.24

4.01

2.37

1.33

0.07

110

430

430

441

455

469

458

418

362

316

244

120

34.9

19.6

13.0

7.55

4.19

2.46

1.37

0.07

120

430

431

440

456

471

461

419

362

315

245

122

35.5

19.7

13.1

7.54

4.23

2.52

1.43

0.07

130

430

431

440

457

473

466

422

365

316

249

127

36.5

19.6

13.0

7.58

4.30

2.56

1.47

0.07

140

430

431

441

460

476

470

426

368

317

252

129

36.6

19.3

12.8

7.52

4.27

2.59

1.52

0.07

150

430

432

442

461

479

473

431

373

320

256

134

37.9

19.3

13.1

7.80

4.44

2.67

1.54

0.07

160

430

432

443

464

482

474

433

375

321

259

136

38.9

19.6

13.4

7.94

4.53

2.74

1.56

0.09

170

430

433

444

466

485

476

436

379

323

264

141

41.2

20.0

13.6

8.07

4.65

2.83

1.59

0.09

180

430

433

446

468

487

478

438

381

324

266

144

42.3

19.9

13.5

7.92

4.55

2.76

1.56

0.10

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:06 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF53/1560220

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 430

5 434

10 447

15 470

20 488

25 480

30 440

35 383

40 324

45 268

50 146

55 42.7

60 20.0

65 13.6

70 8.00

75 4.60

80 2.80

85 1.60

90 0.10

200

430

435

448

471

488

482

443

386

326

271

149

44.0

20.0

13.6

8.08

4.61

2.79

1.60

0.10

210

430

435

449

472

490

483

443

387

326

270

149

43.9

19.9

13.4

7.86

4.49

2.76

1.62

0.11

220

430

436

450

472

490

484

445

389

327

272

153

45.0

20.0

13.3

7.81

4.53

2.79

1.63

0.09

230

430

436

450

473

491

483

445

389

328

271

149

44.1

19.9

13.2

7.71

4.48

2.80

1.65

0.10

240

430

436

451

473

491

484

446

390

329

272

151

44.4

20.0

13.3

7.76

4.53

2.82

1.66

0.09

250

430

436

451

473

491

483

444

389

328

269

147

42.7

19.6

13.1

7.68

4.47

2.80

1.66

0.08

260

430

437

451

472

491

482

443

388

328

269

147

41.9

19.1

12.7

7.50

4.40

2.76

1.63

0.07

270

430

437

451

472

490

480

440

386

326

264

141

39.9

18.7

12.4

7.26

4.25

2.69

1.59

0.07

280

430

437

451

472

489

479

439

384

325

263

140

39.2

18.6

12.3

7.14

4.17

2.62

1.53

0.06

290

430

437

452

472

489

476

437

380

324

258

134

37.4

18.4

12.1

6.94

4.02

2.53

1.46

0.06

300

430

437

452

471

487

476

437

378

323

256

132

36.7

18.4

12.1

6.87

3.93

2.42

1.37

0.06

310

430

437

452

471

486

476

434

376

322

251

126

35.7

18.6

12.1

6.76

3.80

2.30

1.30

0.06

320

430

438

452

471

486

476

432

374

322

250

125

35.7

19.2

12.4

6.90

3.76

2.20

1.19

0.06

330

430

438

453

471

486

473

429

370

321

245

120

35.0

19.4

12.5

6.82

3.64

2.10

1.12

0.06

340

430

438

453

471

484

471

427

369

320

244

118

34.6

19.3

12.5

6.80

3.60

2.01

1.03

0.06

350

430

438

453

471

483

468

424

366

318

239

113

33.8

19.1

12.3

6.65

3.50

1.94

0.99

0.06

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:06 October 2022 Remarks:


